Wind Speed and Direction Sensors

03001 Wind Sentry Anemometer/Vane & 03101 Wind Sentry Anemometer

R. M. Young's Wind Sentry Anemometer and Vane accurately
measure wind speed and direction. These sensors interface
directly with Campbell dataloggers; no signal conditioning
is required. The Wind Sentry is compatible with all of our

contemporary dataloggers and many of our retired dataloggers

(e.g., 21X, CR23X).

The cup anemometer measures wind speed. Rotation of its cup
wheel produces an ac sine wave that is directly proportional to

wind speed. The frequency of the ac signal is measured by a
datalogger pulse count channel, then converted to engineering
units (mph, m/s, knots). The Campbell Scientific version uses
shielded bearings which lowers the anemometer’s threshold.

Wind direction is sensed by a potentiometer. With the precision
excitation voltage from the datalogger applied to the potenti-
ometer element, the output signal is an analog voltage that is
directly proportional to azimuth of the wind direction.

An ideal application for the Wind Sentry is Wind Profile Studies.
For this application, the LLAC4 4-channel Low Level AC
Conversion Module can be used to increase the number of Wind
Sentrys measured by one datalogger. The LLAC4 allows
datalogger control ports to read the anemometer’s ac signals
instead of using pulse channels. Dataloggers compatible with
the LLAC4 are the CR200-series (ac signal <kHz only), CR800,
CR850, CR1000, CR3000, and CR5000.

Ordering Information

Wind Sentry Options
03001-L ~ Wind Sentry Set; enter wind speed lead length,
in feet, after the L, then enter wind direction
lead length
03101-L Wind Sentry Anemometer; enter lead length,
in feet, after the L.
Mounts
1049 %" x 1" NU-RAIL Fitting for attaching the
Wind Sentry to a crossarm, such as a
CM202, CM204, or CM206.
CM220 Right Angle Mounting Bracket for attaching
the Wind Sentry to a crossarm, such as a
CM202, CM204, or CM206.
CM216 Sensor Mounting Kit for attaching the Wind

Sentry to the top of a CM110, CM115, or
CM120 stainless-steel tripod.

Anemometer

Vane

——"

CM220 Right Crossarm

Angle Mount

The 03001 is secured to one end of the CM206 cross-
arm with the CM220 Right Angle Bracket.

Anemometer ——
Galvanized
Pipe
Crossarm CM220 Right
Angle Mount

When purchased separately, the Wind Sentry Anemo-
meter is supplied with a galvanized 10” x 3/4” -diameter
threaded pipe, which mounts to a crossarm via a
CM220 Mount or NU-RAIL fitting. Alternately it can
mount to an stainless-steel tripod via the CM216.
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Recommended Lead Lengths

These lead lengths assume the sensor is mounted atop the tripod/tower via a CM202 crossarm.

CMé CM10 CM110 CM115 CM120 uTio uT20 UT30
10' 13' 13' 19' 24 13' 24" 34
Specifications

Wind Speed (Anemometer)

Range: 0 to 50 m s-1 (112 mph), gust survival 60 m s (134 mph)

Sensor: 12 cm diameter cup wheel assembly, 40 mm diameter hemispherical cups
Accuracy: +0.5m s (1.1 mph)

Turning Factor: 75 cm (2.5 ft)

Distance Constant

(63% recovery): 2.3 m (7.5 ft)

Threshold: 05ms? (1.1 mph)

Transducer: Stationary coil, 1350 ohm nominal resistance

Transducer Output:

AC sine wave signal induced by rotating magnet on cup wheel shaft
100 mV peak-to-peak at 60 rpm; 6 V peak-to-peak at 3600 rpm

Output Frequency: 1 cycle per cup wheel revolution; 0.75 m s™ per Hz
Cup Wheel Diameter: 12 cm (4.7 in)
Weight: 113 g (4 oz)

Wind Direction (Vane)

Range: 360° mechanical, 355° electrical (5° open)

Sensor: Balanced vane, 16 cm turning radius

Accuracy: +5°

Damping Ratio: 0.2

Delay Distance

(50% recovery): 0.5 m (1.6 ft)

Threshold 0.8 m s! (1.8 mph) at 10° displacement; 1.8 m s™! (4 mph) at 5° displacement
Transducer: Precision conductive plastic potentiometer; 10 kohm resistance; 0.5% linearity; life

Transducer Output:

expectancy 20 million revolutions. Rated 1 watt at 40°C, 0 watts at 125°C.

Analog dc voltage proportional to wind direction angle with regulated excitation
voltage supplied by the datalogger

Vane Length: 22 cm (8.7 in)
Vane Weight: 170 g (6 oz)
Wind Sentry Assembly
Operating Temperature: -50° to +50°C assuming non-riming conditions
Overall Height: 32 cm (12.6 in)

Crossarm Length:

Mounting Diameter:

40 cm (15.7 in) between instruments (center-to-center)

26.7 mm (1.05 in), mounts on standard 3/4 in. pipe

815 W. 1800 N. | Logan, Utah 84321-1784 | USA | phone (435) 753-2342 | www.campbellsci.com
Australia | Brazil | Canada | England | France | Germany | South Africa | Spain | USA [headquarters]
®

Copyright © 1994, 2007
Campbell Scientific, Inc.
Printed March 2007




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


