


CM10K Tripod Kit
The CM10K Tripod Kit is intended for overseas shipments.  The kit contains most of the tripod's hardware.  
Customers must purchase threaded and unthreaded lengths of 0.75” and 1.25” galvanized pipe and a copper 
ground rod.  The overseas shipping costs are significantly reduced when the galvanized pipe is purchased locally. 

Ordering Information
 CM6 6 ft (1.8 m) steel tripod with grounding kit 

 CM10 10 ft (3 m) steel tripod with grounding kit

 10844 Optional tripod guy kit for the CM10

 CM10K CM6/CM10 Tripod Kit 

Specifications
 CM6 CM10
Measurement Height: 6 ft (2 m) 10 ft (3 m)

Vertical load limit: 100 lbs (45 kg) 100 lbs (45 kg)

Mast: 1.25 IPS (1.66 O.D.) 1.25 IPS (1.66 O.D.)

Maximum base diameter: 6 ft (2 m) 10 ft (3 m)

Leveling adjustment: Slide collars on each leg adjust Slide collars on each leg adjust
 individually individually

Leg base: 2" x 4" with 0.5" hole for  2" x 5" with 0.5" hole for
 ground stake ground stake

Portability: Collapsible to 4' length x 9" dia. Collapsible to 6' length x 9" dia.

  CM6 CM10 CM10K
Weight:  45 lbs (20 kg) 70 lbs (32 kg) 14.8 lbs (6.7 kg)

Wind load recommendations:
  Unguyed Unguyed Guyed
  CM6 CM10 CM10
 Sustained wind tolerance (mph) 100 70 120
 Gust tolerance (mph) 130 100 150
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