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PS12 POWER SUPPLY 
WITH 12V CHARGING REGULATOR

MADE IN USA

WARNING:
PERMANENT DAMAGE TO RECHARGEABLE
CELLS MAY RESULT IF DISCHARGED
BELOW 10.5 VOLTS
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PS12 BATTERY

EXTERNAL BATTERY - DO NOT USE WITH
INTERNAL RECHARGEABLE BATTERY
CHARGE VOLTAGE PRESENT

INPUT FROM CHARGER OR SOLAR PANEL
16-26 VDC OR AC RMS: POSITIVE TO
EITHER TERMINAL, NEGATIVE TO OTHER

POWER TO DATALOGGER OR
12V PERIPHERALS

CAMPBELL
SCIENTIFIC
INC.

COM200 MODEM

S/N 0002 MADE IN USA

G
ND

RI
NG

TI
P

Complies with Part 68, FCC rules. FCC Registration No. B9QUSA-75378-MM-T
Ringer Equivalence 0.6B. Required Connector USOC RJ11C. Canadian Load No.5 

This equipment complies with the requirements in Part 15 of FCC Rules for Class A
computing device. Operation of this equipment in a residential area may cause
unacceptable interference to radio and TV reception requiring the operator to take
whatever steps are necessary to correct the interference.
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CR10X WIRING PANEL
MADE IN USA

WIRING
PANEL NO.

EARTH
GROUND

CS I/O

COM200 in ENC 12/14 enclosure with CR10X datalogger, PS12 power 
supply, and enclosure-mounted surge protector (Model 6362).

COM200 Specifications

• Standards
Bell 212A, CCITT V.22, V.32bis

• FCC Registration
B9QUSA-31402-MM-T

• Operating voltage:
12 volts

• Current drain
100 µA quiescent
140 mA active

• Bits per second (bps)
300, 1200, 4800, 9600

• Operation
Full-duplex over standard phone lines

• Operating temperature
-25° to +50°C std, -55° to +80°C, optional

• Size
5.2” x 1.7” x 3.6”  (13.1 x 4.3 x 9.2 cm)

• Weight 
0.75 lbs (.34 kg)

• COM200 shipped with SC12 cable, ground cable,
and telephone patch cord
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