
 8.25
209.50

 

 19.54
496.25

 

 1.00
25.40

 

 2.60
66.04

 

BOTTOM REFERENCE CELL

NOTES:
  1.  RECOMMEND 3 INCHES MINIMUM CLEARANCE FOR CABLE CONNECTIONS
  2.  AVOID BLOCKING BOTTOM REFERENCE CELL WHEN MOUNTING DUSTVUE 10 © 2013 CAMPBELL SCIENTIFIC, INC.
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DustVue 10 Soiling Sensor

SCALE 1:4

UNITS: 
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 7.25 MAX
184.15 MAX

 

 .52
13.25

 

 5.75
146.05

 

.34
8.74

 9.40 MAX
238.76 MAX

 

 5.10 MIN
129.54 MIN

 

8X 2.50
63.50

7.25
184.15

 

SLOT C-C

 7.50
190.50

 

.66
16.69

ADJUSTABLE
HEIGHT

4X 5/16-18 BOLT, 7.0 [177.8] LENGTH NOTE 3.  4 PLACES

 18.45
468.69

 

 20.10+
-
1.00
2.00

510.55+
-
25.40
50.80

 

1.00
25.40

 

SUGGESTED
CLEARANCE

3.00
76.31

MINIMUM 
CLEARANCE

25.00
24.00
635.00
609.6

GAP RANGE

 NOTE 3.  4 PLACES

NOTES:
   1.    SEE WEBSITE FOR COMPATIBLE TORQUE TUBE SIZES
  2.   RECOMMEND TO MOUNT BETWEEN PV PANELS MID-ARRAY FOR MORE

          REPRESENTATIVE SOILING MEASUREMENTS, E.G., AT LEAST 5 PV PANELS 
          FROM THE END TO REDUCE EDGE EFFECTS. GAP SPACE OF 24-25 INCHES
          IS RECOMMENDED TO ACCOMMODATE CABLE CONNECTIONS.
  3.   TORQUE SUPPLIED 5/16 MOUNTING HARDWARE TO 8-10 FT-LBS [10.8-13.6 N-M]

       

 NOTE 2.
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SCALE 1:7

UNITS: 
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43591 OFFSET TORQUE TUBE 
MOUNTING KIT FOR DUSTVUE



 2.50
63.50

 

5/16-18 STUD

 .34
8.74

 

 
0 0

 

 
1.

03
26

.1
7

 

 
3.

31
84

.1
4

 

 
5.

59
14

2.
10

 

 
6.

63
16

8.
28

 

2 X .78
19.81

 1.28
32.51

 

 2.50
63.50

 

.34
8.71

 1.86
47.27

 

1.88+
-
.13
1.00

47.63+
-
3.18
25.40

RECOMMENDED

 NOTE 4.  4 PLACES

 9.85
250.14

 

 4.56
115.93

 

 11.51
292.30

 

 NOTE 4.  4 PLACES

 .12
3.14

 

NOTES:
   1.  SEE WEBSITE FOR ALL KIT HARDWARE (*SOME ITEMS NOT SHOWN HERE)
   2.  UNISTRUT AND ITS FIXING HARDWARE MUST BE OBTAINED SEPARATELY
   3.  INSTALLER IS RESPONSIBLE FOR MODIFYING UNISTRUT AND MOUNTING DETAIL
  4.  TORQUE SUPPLIED 5/16 MOUNTING HARDWARE TO 8-10 FT-LBS [10.8-13.6 N-M]

© 2013 CAMPBELL SCIENTIFIC, INC.
THE IN FORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
CAMPBELL SCIENTIFIC, INC.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
CAMPBELL SCIENTIFIC, INC.IS PROHIBITED.

SCALE 1:4

UNITS: 
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43592 UNISTRUT MOUNTING KIT* FOR DUSTVUE
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